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DRAINAGE PLAN REMINDERS 
FOR 

ADA COUNTY DRAINAGE PLANS 

General requirements: 
1) The drainage plan drawing must have an appropriate title that indicates it is a drainage plan and 

not something else (additional reference sheets do not need to reference drainage as long as 
there is an overall drainage plan drawing). 

2) The plan must indicate where the project is located (subdivision lot and block or ties to section, 
township and range or vicinity sketch or location by crossing streets or...). 

3) The plan must include the address of the person or firm responsible for the design (phone and 
fax numbers if you wish). 

4) The plan must indicate (by flow arrows or contours or spot elevations or some other manner) 
where storm water is routed for the entire project site.  It must show the location and size of 
any flows onto the site from outside the project boundaries as well as any discharges leaving 
the site. 

5) Show a north arrow and scale. 
6) Recommended: 

a) The inclusion of the County’s application file number somewhere on the plan. 
b) That all details be drawn to scale. 
c) Showing the survey corners for which I.C. 551613 is applicable. 

7) The review fee must be paid to put the plan on our worklist and initiate the review. 

Surface disposal plans (in addition to general requirements): 
1) Plans that do not require the construction of new drainage facilities but will depict the plan for 

the future as being existing conditions that will continue unchanged, may be stamped by an 
Idaho registered Professional Land Surveyor, Architect or Engineer. 

2) Plans that require the design of new surface drainage facilities (including culvert design) must 
be stamped by an Idaho registered Professional Engineer.  Calculations must be included and 
stamped also. 

3) Recommended: 
a) A minimum of 12” of cover over culverts. 

Subsurface disposal sumps (in addition to general requirements): 
1) The drainage plan and the calculations must be stamped by an Idaho registered Professional 

Engineer. 
2) When an estimated percolation volume is used in the calculations to reduce the size of the 

sumps required, a percolation test for the given site is required to justify the percolation rate 
used in the calculations. 

3) The size of the drain rock must be specified (rather than specifying a percentage of voids to be 
achieved). 

4) Motor vehicle waste disposal drains (service station and auto repair shop floor drains or wash 
basins) cannot connect to storm drainage sumps – banned by EPA in 1997, enforced by DWR 
through Shallow Injection WellNotice of Construction program. 

5) Recommended: 
a) A minimum of two feet of cover over piping.
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b) Showing all pertinent elevations and specifying watertight seals at piping 
entrances/exits for grease traps and inlet boxes. 

c) Specifying end caps for perforated piping. 
d) Using open graded 2” washed rock for drain rock. 
e) A minimum of 12” to 18” of cover over drain rock.


